
  EASYDEK FLOOR COVER 80 mu   
 

Easydek® products are tested on a regular basis. The technical information mentioned is offered on the basis of knowledge, insight, and experiences 
from practice. The stated data is not binding as a specification and should be considered as a guideline. Easydek B.V. cannot provide any guarantee or 
warranty about the suitability for a particular application or the use of this product. When using this product the user is always responsible. Before use, 
the product must always be tested. Deviations in the information can be caused by various environmental factors and deviations in the measuring equipment and methods used. Easydek B.V. 
is not liable for damage and consequential damage as a result of the use of this product. 

DESCRIPTION:  
Easydek Floor Cover is a super strong, mildly adhesive protective film for the temporary protection of 
floors and stairs. The transparent LLDPE film has a specially-designed, water-based adhesive coating 
for optimum adhesion to hard surfaces.  
Easydek Floor Cover offers safe protection to hard floors such as laminate, linoleum or ceramic tiles 
during new construction, renovation and maintenance work. Thanks to the very thick material, this 
product is particularly applicable for intensive work. 
 
---------------------------------------------------------------------------------------------------------------------- 

APPLICATIONS:: 
 COVER LAMINATE 
 COVER CERAMIC TILES 
 COVER LINOLEUM 
 COVER MARMOLEUM 
 COVER PVC (ONLY IF EQUIPPED WITH PU TOPCOAT) 
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CHARACTERISTICS: 
 QUICK AND EASY TO USE 
 SUPER STRONG AND THICK MATERIAL 
 ALWAYS REMAINS ADHERED WITHOUT USING TAPE 
 QUICK REMOVAL WITHOUT LEAVING ADHESIVE RESIDUES 
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TECHNICAL DATA: 
Application duration  45 days (max 40° C) 
Storage  9 months (5° – 30° C) (dry, no direct sunlight) 
Thickness  80 mu +/- 10% 
Adhesion to steel  2.7 N/mm 
Winding  Normal or reversed wound 
Core  Cardboard Tube 
Elongation  140 % 
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COMPOSITION: 
Material  LLDPE Polyethylene 
Adhesion layer  Acrylic waterbased 
Color  Transparent 
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