
  EASYDEK MULTI COVER STANDARD   
 

Easydek® products are tested on a regular basis. The technical information mentioned is offered on the basis of knowledge, insight, and experiences 
from practice. The stated data is not binding as a specification and should be considered as a guideline. Easydek B.V. cannot provide any guarantee or 
warranty about the suitability for a particular application or the use of this product. When using this product the user is always responsible. Before use, 
the product must always be tested. Deviations in the information can be caused by various environmental factors and deviations in the measuring equipment and methods used. Easydek B.V. 
is not liable for damage and consequential damage as a result of the use of this product. 

DESCRIPTION:  
Multi Cover Standard is a self-adhesive protective fleece suitable for covering and protecting various 
types of floors and stairs. Multi Cover Standard consists of two layers. The underlayer is a non-woven 
textile with non-slip coating. The tough film upper layer prevents the penetration of dirt and moisture. 
Multi Cover Standard therefore provides perfect protection to your floor. 
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APPLICATIONS: 
 COVER HARD FLOORS 
 COVER PRECAST CONCRETE 
 COVER PREFABRICATED STAIRS 
 COVER PREFABRICATED GALLERY 
 COVER LAMINATE 
 COVER LINOLEUM 
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CHARACTERISTICS: 
 SHOCK-ABSORBENT 
 MOISTURE-PROOF 
 ANTI-SLIP 
 QUICK TO USE 
 REUSABLE 
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TECHNICAL DATA: 
Application duration  Unlimited (max 40° C) 
Storage  Unlimited (5° – 30° C) (dry, not in direct sunlight) 
Thickness  3.35mm +/- 10% 
Weight  180 gr/m2 
Tensile Strength (MD)  Min. 100N/5cm 
Tensile Strength (CD)  Min. 135N/5cm 
Elongation @ Fmax [MD]  Max. 125% 
Elongation @ Fmax [CD]  Max. 150% 
Skid ability  150 N / A4 Sample 
Winding  Reversed wound (glue on the outside) 
Core  Cardboard Tube 
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COMPOSITION: 
Material  Non-woven 100% PES vezels 
Kleeflaag  Acrylic op waterbased 
Kleur  White 
Toplayer  Laminated with non-breathable PE-film 
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